
…innovation lives on

AccuPet Pro
Single & Multichannel Pipettes
Features
• Ergonomic lightweight design with finger hook for minimum hand fatigue

• Smooth plunger and ejector reduces movement effort

• Color-coded for easy volume identification

• Compatible with all standard pipette tips

• CE IVD compliant
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AccuPet Pro Single Channel Pipette Specifications

8-Channel 
Catalog No.

12-Channel 
Catalog No.

Volume Range
(μL)

Increments
(μL)

Test Volume
(μL)

Inaccuracy
 (±) %

Imprecision
 (±) %

AP8-10 AP12- 10 0.5 to 10 0.1 1
10

4
1.5

4
1.5

AP8-50 AP12-50 5 to 50 0.5 5
50

3
1

2
0.7

AP8-100 AP12-100 10 to 100 1 10
100

1.5
1

1.5
0.5

AP8- 200 AP12- 200 20 to 200 1 20
200

1.5
0.7

0.75
0.25

AP8- 300 AP12- 300 30 to 300 1 30
300

1.5
0.8

0.75
0.25

AccuPet Pro Multichannel Pipette Specifications

Oxford Lab Products
Single & Multichannel Pipettes
Ordering Information

Single Channel
Catalog No.

Volume Range
(μL)

Increments
(μL)

Test Volume
(μL)

Inaccuracy
 (±) %

Imprecision
 (±) %

AP-2.5 0.1 - 2.5 0.01 0.25
2.5

12
2.5

6
1.6

AP-10 0.5-10 0.1 1
10

2.5
1

1.5
.08

AP-20 2 - 20 0.1 2
20

3
.09

2
0.4

AP-50 5 -50 0.5 5
50

2
0.6

2
0.3

AP-100 10 to 100 0.5 10
100

3
0.8

1.5
0.15

AP-200 20-200 1 20
200

2
0.6

0.8
0.15

AP-1000 100-1000 5 100
1000

2
0.6

0.7
0.2

AP-5000 500-5000 50 500
5000

2
0.5

0.6
0.2

AP-10ML 500-10000 100 500
10000

3
0.6

0.6
0.2


